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M A T E R I A L S  S C I E N C E

Internal ion-gated organic electrochemical transistor:  
A building block for integrated bioelectronics
George D. Spyropoulos1*, Jennifer N. Gelinas2,3†, Dion Khodagholy1*†

Real-time processing and manipulation of biological signals require bioelectronic devices with integrated components 
capable of signal amplification, processing, and stimulation. Transistors form the backbone of such circuits, but 
numerous criteria must be met for efficient and safe operation in biological environments. Here, we introduce an 
internal ion-gated organic electrochemical transistor (IGT) that uses contained mobile ions within the conducting 
polymer channel to permit both volumetric capacitance and shortened ionic transit time. The IGT has high transcon-
ductance, fast speed, and can be independently gated to create scalable conformable integrated circuits. We 
demonstrate the ability of the IGT to provide a miniaturized, comfortable interface with human skin using local 
amplification to record high-quality brain neurophysiological activity. The IGT is an effective transistor architecture 
for enabling integrated, real-time sensing and stimulation of signals from living organisms.

INTRODUCTION
Electronic systems that can acquire, process, and interact with bio-
logical substrates are increasingly used to understand dynamic living 
organisms and treat human disease. These responsive systems are 
critical for establishing causality in complex experimental paradigms 
(1, 2) and have been shown to increase efficacy and tolerability of 
therapy for a range of disorders (3). Transistors are necessary com-
ponents of these systems, forming the building blocks of circuits 
capable of performing specific operations such as signal amplifica-
tion, filtering, detection of signal characteristics, and delivery of 
electrical or chemical stimulation. Key features required for safe, 
efficient, and prolonged use of transistors in biological environments 
include (i) biocompatibility and stability of constituent materials, (ii) 
substrate conformability to prevent mechanical mismatch with tissue, 
(iii) high speed and amplification to detect potentially low-amplitude 
signals at physiologically relevant time scales, and (iv) independent 
gating to enable integrated circuit computations.

Although a wide range of transistor architectures and materials 
are available, none incorporates all of these features. Conventional 
silicon-based field-effect transistors (FETs) can be fabricated into 
multielectrode arrays to acquire data from neural tissue in vitro and 
in vivo (4, 5), but the large mechanical mismatch between Si and the 
tissue, as well as its lack of biocompatibility, precludes chronic use 
in humans because of risk of neural damage. Flexibility can be en-
hanced by combining small prefabricated thinned Si parts onto plastic 
substrates (6, 7). Alternatively, organic materials can be used as semi-
conducting channels to create organic FETs (OFETs), which are 
intrinsically flexible and compatible with the low-temperature pro-
cessing required for fabrication on ultrathin plastic substrates (8–11). 
However, FETs are susceptible to damage by water or ion penetra-
tion and need to be fully encapsulated for use in physiologic envi-
ronments (12), introducing bulk and decreasing performance. To 
overcome these limitations and increase the efficiency of ion-to-
electron conversion, electrolyte-gated OFETs (EGOFETs) were de-

veloped (13–21). EGOFET architecture allows the transistor channel 
to come into direct contact with the electrolyte and form an electric 
double-layer capacitance between the transistor channel’s surface 
and ions of electrolyte. Elimination of the gate dielectric between 
the channel and electrolyte improves EGOFET capacitance compared 
to conventional FETs. Yet, this structural reduction also impedes 
independent gating ability because ions in the electrolyte are required 
for operation and are shared between all transistors in a device. 
Therefore, it is not possible to create integrated bioelectronic cir-
cuits with EGOFETs.

FETs transduce signals through a double-layer capacitance formed 
at the semiconductor’s surface, restricting the area available for ion-
to-electron conversion. In contrast to FETs, organic electrochemical 
transistors (OECTs) permit movement of ions into and out of the 
hydrophilic conducting polymer-based channel, resulting in volu-
metric capacitance (22–24). OECTs can achieve high transconduc-
tance and reliably interface with a variety of biological substrates, 
including plants (25), the blood-brain barrier (26), metabolites (27), 
cell cultures (28), and neural tissue (29), as well as neuromorphic 
devices (30, 31). Although OECTs are efficient transducers, they 
cannot be used as components of bioelectronic circuits because, 
similar to EGOFETs, the electrolyte is an integral part of the transis-
tor and cannot provide individualized input to specific transistors. 
In addition, the speed of OECTs is defined by the time taken for 
ions to travel between the electrolyte and polymeric channel (32). 
Although channel geometry can be miniaturized using microfabri-
cation techniques (33), device operation speed remains inadequate 
for use in responsive bioelectronic systems.

Here, we introduce a biocompatible, conformable, stable, high-
speed, high-transconductance transistor architecture to enable 
integrated bioelectronics. These internal ion-gated organic electro-
chemical transistors (IGTs) have mobile ions embedded in the con-
ducting polymer of the transistor channel, creating a self-(de)doping 
process that eliminates the need for ion exchange from a shared 
external electrolyte. This characteristic permits both individualized 
transistor gating and a time constant of 2.6 s, substantially faster 
than electrolyte-based transistors. We combined IGTs to create con-
formable integrated circuits, including digital logic gates and cascaded 
amplifiers. We validated IGT performance by microfabricating de-
vices that could be conformally adhered between human hairs on 
the scalp without chemical adhesives and recorded physiologically 
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relevant electroencephalography (EEG) signals suitable for advanced 
data processing.

RESULTS
The channel of the IGT was composed of the conducting poly-
mer poly(3,4-ethylenedioxythiophene) polystyrene sulfonate 
(PEDOT:PSS) combined with d-sorbitol. PEDOT:PSS is biocom-
patible, stable, and highly conductive, ensuring efficient ion-to-
electron conversion. d-sorbitol is a biocompatible hydrophilic sugar 
alcohol that uptakes water molecules. We hypothesized that com-
bining these materials would maintain a supply of ions within the 
conducting polymer, creating an “ion reservoir” and facilitating ion 
movement within the channel. Addition of d-sorbitol also improves 
the conductivity of PEDOT:PSS by enhancing the elongation of 
PEDOT-rich domains, an effect that is similarly observed with 
addition of solvents such as ethylene glycol (34–36). The transistor 
architecture was realized by forming channels, each with indepen-
dent ion reservoirs, between two Au-based source and drain elec-
trodes (Fig. 1A and fig. S1). To allow independent gating of individual 
transistors, the gate electrode must have efficient ionic, but not elec-
tronic, conduction with the bulk of the channel. Therefore, we in-
troduced chitosan as an ion membrane between the gate and channel. 
Chitosan was chosen for this purpose because of its biocompatibility, 
stability, and solution processability (37, 38). To reduce the electro-
chemical impedance between the Au gate electrode and chitosan 
ion membrane, we deposited a layer of PEDOT:PSS directly onto the 
Au (figs. S2 and S3). The overall device architecture was created using 
established microfabrication processes, verified by cross-sectional 
electron microscopy, and resulted in high-yield, reliable devices 

(Fig. 1B). This IGT operated in depletion mode, such that when a 
positive gate voltage was applied, mobile ions within the ion reser-
voir that were in the vicinity of PEDOT-rich regions of the film 
compensated the sulfonate anions on the PSS. This process led to a 
decrease of the hole density in the PEDOT and, consequently, a 
decrease in the channel current. The reaction was reversed upon 
applying a negative gate voltage (Fig. 1C). Because of the material 
process employed, the predominant source of the mobile ions was 
the mixture of ions present in the PEDOT:PSS dispersion. We elu-
cidated the effect of varying the ion species on device performance 
by first deionizing the PEDOT:PSS film and then introducing spe-
cific salts (NaCl, KCl, MgCl2, and CaCl2). Ions with large hydrated 
radii (Mg2+ and Ca2+) exhibited the slowest modulation. The mono-
valent ions with smaller hydrated radii (Na+ and K+) had faster time 
constants (fig. S4, A and B). The substantial changes in the time 
constant and modulation magnitude of the drain current due to 
altering the mobile ion species present support the direct involve-
ment of these ions in the dedoping of the channel and suggest that 
monovalent ions enable the smallest relative time constant.

IGTs could be geometrically designed to maximize transconduc-
tance (32.30 mS) and performed comparably to other OECTs with 
substantially larger and nonpolarizable gates (Fig. 1D). It is impor tant 
to note that there is no barrier to prevent the exit of ions into the ion 
membrane of the IGT, although appropriate biasing and applica-
tion of gate potential effectively prevent this from occurring during 
normal device operation. Therefore, it is possible to dope and de-
dope the conducting polymer repetitively without a decrement in 
speed or significant drift in drain current (fig. S5A) while maintain-
ing an equal rise time for doping and dedoping (Fig. 2, A and C). To 
highlight the IGT operating mechanism, we created an experiment 

A B

DC

Fig. 1. Structure and steady-state characteristics of IGT. (A) Schematic illustration of IGT cross section and wiring diagram for device operation (top). d-sorbitol creates 
an ion reservoir, maintaining mobile ions (green) that can travel within the channel; PEDOT-rich regions are shown in light blue and PSS lamellas in white (bottom). 
(B) Optical micrograph displaying the top view of an individual transistor. Scale bar, 20 m. Inset shows a cross-sectional scanning electron microscopy (SEM) image acquired 
at a tilt angle of 30°. Ion membrane (light red), channel (light blue), and Au contacts for gate (G) and source (S; beige) are visible. Scale bar, 5 m. Note that PEDOT:PSS 
coating of gate electrode is not visible in the image. (C) Output characteristics (ID − VD) of IGT device (L = 5 m, W = 500 m) for gate voltage (VG) varying from 0 V 
(top curve) to +0.6 V (bottom curve) with a step of +0.1 V; color intensity corresponds to VG amplitude. (D) Transfer curve for VD = −0.6 V (black), and the corresponding 
transconductance (orange), |gmmax| = 32.30 mS.
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using high gate voltage stress, capable of forcing the ions to exit the 
channel and enter the ion membrane. These parameters resulted in 
different time constants for doping and dedoping, causing an asym-
metrical drain current response (Fig. 2, B and D). This experiment 
supports the notion that the mobile ions can be maintained in the 
channel and are critical for the fast (de)doping of the conducting 
polymer.

Because the mobile ions in the channel were distributed through-
out the conducting polymer, the (de)doping process involved the 
entire channel thickness, resulting in volumetric capacitance. Con-
sequently, IGT transconductance increased with channel thickness 
(Fig. 2E). We developed an array of IGTs that geometrically varied 
in channel length and width over two orders of magnitude (5 to 
500 m; fig. S1). The transconductance of IGTs increased propor-
tionally with respect to both the channel thickness and volume 
(Fig. 2F). A similar volume-based relationship was observed for the 
IGT IOn/IOff, with a maximum value of ~4 × 106 (fig. S6).

We hypothesized that the existence of local mobile ions within 
the channel of the IGT would decrease the distance that ions are 
required to travel in order to participate in the (de)doping process, 
increasing the speed of the device relative to a conventional OECT, 
where ions are located in an external electrolyte. To test this asser-

tion, we fabricated devices that could directly compare IGT and con-
ventional OECT architectures. The IGT and OECT had identical 
geometry, with the OECT using a Ag/AgCl gate electrode immersed 
in electrolyte to minimize gate voltage drop at the gate electrode–
electrolyte interface (Fig. 3A). These devices had similar transcon-
ductances (gm = 0.8 mS; fig. S7), but the rise time of the IGT was 
significantly faster than that of the OECT (31.7 s versus 191.2 s; 
Fig. 3B). Next, we sought to confirm that the boost in IGT rise time 
was attributable to mobile ions within the channel, rather than (i) 
the longer distance between the gate and channel in the OECT or 
(ii) the ionic conduction of the chitosan membrane substituting for 
electrolyte, causing the device to operate akin to a solid-state OECT 
(39). We therefore fabricated devices that were identical apart from 
the presence of d-sorbitol combined with PEDOT:PSS (Fig. 3C). 
The speed of the device with IGT architecture (mobile ions within 
the channel) again surpassed that of the solid-state OECT, even when 
the solid-state OECT was operated under hydrated conditions (46 ms 
versus 1.82 s; Fig. 3D and corresponding output and transfer curves 
in fig. S8).

We then investigated whether embedded mobile ions located 
within the conducting polymer (in the ion reservoir) were sufficient 
to dedope the channel. To prevent any contribution of ions from 

A

C
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D

B

Fig. 2. Internal mobile ions enable volume-based, fast, symmetric, and repetitive (de)doping of the conducting polymer channel. (A) Schematic cross-sectional 
illustration of IGT under normal operating conditions, with mobile ions maintained in the ion reservoir of the channel. (B) Schematic cross-sectional illustration of IGT at high 
gate voltage stress capable of forcing the ions to exit the channel and enter the ion membrane. Dashed red lines represent lower and upper bounds of VG during normal 
device operation. (C) Temporal response of the drain current (ID) highlighting a symmetrical rise (dedoping; gray boxed area 1) and fall (doping; gray boxed area 2) time 
of the drain current in response to pulsed gate voltage [VDS = −0.4, VGS pulse amplitude = 0.4 V (note that the device is turned off); bottom, L = 5 mm, W = 10 mm]. 
(D) Asymmetrical temporal response of the drain current (longer doping time; gray boxed area 2 compared to dedoping time in gray boxed area 1) resulting from longer 
ion transit distance [(VDS = −0.4, VGS pulse amplitude = 0.9 V; bottom, same device as (C)]. (E) Maximum transconductance of an IGT as a function of channel thickness 
(black) and gate area (orange); channel L = 5 mm, W = 10 mm. Transconductance was calculated from a transfer curve for VD = −0.6 V. (F) Maximum transconductance as 
a function of channel geometry. Transconductance was calculated for a 6 × 6 array of IGTs with logarithmically increasing channel length and width (fig. S1C) from a 
transfer curve for VD = −0.6 V.
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external sources, we replaced the chitosan ion membrane with a 
silicon dioxide ion barrier layer (thickness d = 90 nm) that enables 
only capacitive coupling between the gate and channel. Silicon 
dioxide was selected for this purpose because it prevents ion con-
duction, even at high voltages. The channel area was defined between 
two Au-based source and drain electrodes deposited on the SiO2 
layer, and gate voltage was applied through the bulk Si using a Au 
contact. We compared the modulation of channel current with re-
spect to gate voltage between a channel composed of only PEDOT:PSS 
and a channel with PEDOT:PSS plus d-sorbitol to introduce embed-
ded mobile ions (Fig. 3, E and F; red and blue traces, respectively). 
Only the channel with embedded mobile ions demonstrated modu-
lation, confirming the ability of these channel-contained ions to 
dedope the conducting polymer. Last, to demonstrate that mobile 
ions in the reservoir are the primary ionic charge carriers involved 
in IGT operation, we compared a regular IGT with one that had a 
deionized channel (Fig. 3G). The deionized channel showed no 
modulation (Fig. 3H), confirming the inability of intrinsic charges 
of PEDOT:PSS and/or ion membrane (such as protons) to dedope 
the conducting polymer. We deionized the channel by repetitive 
soaking in DI water, a process that did not damage the device, as 
subsequent reintroduction of ions allowed recovery of drain cur-
rent modulation (fig. S4, A and B). We additionally verified these 
results by using ion membranes that are not intrinsically proton 
conductors (such as gelatin and agar) in the fabrication of the IGT, 
revealing similar modulation to an IGT with a chitosan ion mem-

brane (fig. S4C). Together, these results establish that embedding 
mobile ions in the IGT channel is a necessary element for the high 
transconductance and speed of the device.

To explore the limits of IGT speed, we fabricated progressively 
smaller IGTs and observed a time constant of 2.6 s with 12 m by 
5 m channel area (Fig. 4, A and B). This time constant translates 
into an effective bandwidth of 380 KHz, several orders of magnitude 
faster than previously reported electrolyte-gated transistors, includ-
ing those with smaller channel dimensions (21, 24, 40).

Because IGTs have high performance (speed and transconduc-
tance), capacity for independent gating and are amenable to sim-
ple, scalable fabrication, they constitute an optimal building block 
for integrated bioelectronics. They also maintain stable operation 
over extended time periods (100 days; fig. S5). Although it is theo-
retically possible to develop integrated circuits using solid-state 
electrolyte-gated devices, speed is restricted by the ion exchange 
time between the electrolyte and the channel, and difficulties in 
patterning the electrolyte limits the minimal device geometry 
(23, 39, 41–43). We fabricated conformable IGT-based NAND 
and NOR digital logic gates on 2-m-thick parylene-C supports 
(Fig. 5A). These logic gates accurately performed the corresponding 
arithmetic (Fig. 5B), confirming the scalability of IGT architecture 
for use as bioelectronic computational modules. Physiologic signal 
acquisition typically requires multistage amplification to ensure ap-
propriate gain and enable between-stage processing (e.g., filtering 
and rectification). Therefore, we designed cascaded IGTs (Fig. 5C), 

A

B D F H

C E G

Fig. 3. Contained mobile ions within the channel are necessary and sufficient for IGT operation. (A) Schematic cross-sectional illustration of IGT with contained 
mobile ions (top) versus OECT with external electrolyte (bottom). The IGT channel acts as ion reservoir, maintaining mobile ions in the vicinity of PSS anions, allowing 
faster (de)doping processes, whereas the OECT depends on diffusion of ions from an electrolyte into the channel. Note that the channels of both transistors contained 
sorbitol. (B) Temporal response of the drain current (ID) of an IGT (blue) and OECT (black) with the same dimension of channel (L = 30 m, W = 12 m, VGS pulse ampli-
tude = 0.3 V). Exponential fit of the IGT drain current (red), resulting in a time constant of 31.7 s, and of the OECT drain current (green), resulting in a time constant of 
191.2 s. (C) Schematic cross-sectional illustration of IGT with contained mobile ions (top) versus solid-state OECT with ions in a solid-state electrolyte layer (lower). 
(D) Normalized temporal response of the ID of an IGT (blue) versus the solid-state OECT (red) with the same dimension of channel (L = 5 mm, W = 10 mm); VG is shown in 
black. Inset magnifies the region of the response enclosed by the black dashed lines. IGT had a faster time response (IGT = 46 ms) compared to the solid-state OECT 
(OECT = 1.82 s). (E) Schematic cross-sectional illustration of a PEDOT:PSS (no mobile ions; top) and PEDOT:PSS + d-sorbitol (with mobile ions; bottom) channel devices, both 
with a SiO2 ion barrier layer. (F) Transfer curve for VD = −10 V of a PEDOT:PSS (red) versus PEDOT:PSS + d-sorbitol (blue) channel gated through a 90-nm-thick SiO2 layer; 
only the PEDOT:PSS + d-sorbitol device demonstrated modulation [same device geometry as (D)]. (G) Schematic cross-sectional illustration of IGT with contained mobile 
ions (top) versus deionized IGT (mobile ions removed from the channel; bottom). (H) Normalized transfer curve for VD = −0.5 V of the IGT with deionized channel (red) 
versus normal IGT (blue). a.u., arbitrary units.
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capable of multistage amplification and higher overall gain than a 
single transistor. The first IGT (T1) registered the input from its gate 
electrode and amplified it. The output current from T1 was con-
verted to voltage using a resistor and then connected to the gate of 
the second-stage transistor (T2). We tested the amplification pro-
cess by inputting a 25-mV-amplitude sine wave to the cascaded 
IGTs and observed a fourfold increase in amplification compared to 
a single transistor (Fig. 5D). The resistor value controlled the ampli-
fication of the circuit, with higher values resulting in increased gain, 

but at the cost of increased output impedance. We opted for a rela-
tively low resistor value (100 ohms) because lower output imped-
ance facilitates downstream processing, such as signal filtering or 
analog to digital conversion. We therefore demonstrated the ability 
of IGTs to form conformable integrated circuits and implement op-
erations not possible with single-device strategies.

The established features of IGTs render them highly suitable for 
application to human EEG, and we selected this platform to demon-
strate translational capacity of the device. Current clinical EEG uses 
rigid metal electrodes that require strong chemical adhesives to bond 
to the scalp. These electrodes must be relatively large (0.5 to 1 cm) 
and often interface with the skin through an additional layer of ionic 
conducting gel to attain sufficiently low electrochemical impedance 
to record neural activity. We hypothesized that the introduction of 
IGTs for EEG would (i) improve participant comfort by eliminating 
the need for adhesive and rigid materials affixed to the scalp, (ii) de-
crease the necessary electrode size, and (iii) ensure high signal-to-noise 
acquisition within physiological frequency bands.

We first compared the placement process between IGTs and 
conventional clinical electrodes. A Ag/AgCl cup electrode was affixed 
to the forehead of a human participant using collodion, which is rou-
tinely used for prolonged clinical EEG recordings, and ionic conduct-
ing gel was injected to serve as the interface. We fabricated two IGTs 
into a conformable ribbon structure (-EEG IGT) and placed it on 
the opposite side of the participant’s forehead. The -EEG IGT adhered 
directly to the skin without use of additional chemicals because of 

A B

Fig. 4. Contained mobile ions enable high-speed and wide-bandwidth IGTs. 
(A) Temporal response of the drain current (ID) of an IGT device with L = 12 m and 
W = 5 m. Exponential fit of the IGT drain current (red), resulting in a time constant 
of 2.6 s (n = 512). (B) Small-signal peak-to-peak drain current (ID-PP) of an IGT oper-
ating at VD = −0.6 V and VG = 100 mV peak-to-peak sine wave, resulting in 380 kHz 
of effective bandwidth (∆IP-P was composed of the average of 10 cycles for each 
frequency).

A

C

B

D

Fig. 5. Integrated IGT-based digital logic gates and cascaded amplifiers. (A) IGT-based NAND and NOR gates conform to the surface of orchid petals (left). Scale bar, 
1 cm. Optical micrographs of NOR (top right) and NAND (bottom right) logic gates. Input (I1 and I2) and output (O) configuration is indicated. Scale bar, 100 m. (B) Tem-
poral response of the output (O) drain current of a NOR (top) and a NAND (bottom) logic gate. First input signal (I1, blue), second input signal (I2, red), and output signal 
(O, black) are shown at the top. Dashed red lines mark the threshold of high and low logics. (C) Optical micrograph displaying the top view of an IGT-based cascaded 
amplifier. Scale bar, 20 m. (D) Circuit diagram of IGT-based cascaded amplifier and the corresponding input and output signals. Input voltage, Vin, (red). Scale bar, 
50 mV. Output signal from T1 (black). Final amplified output from T2 (blue). Scale bars, 50 A and 100 ms. (Photo credit: Jennifer Gelinas, Columbia University)
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its lightweight and conformable structure that requires minimal 
force to maintain contact (Fig. 6A, top). Sorbitol can also be used as 
a gate electrode coating to serve as an intrinsic adhesive to the scalp 
(36). The clinical electrode and -EEG IGT were kept on the fore-
head for 1 hour and then removed. No skin redness or irritation 
was visible in the area where the -EEG IGT had been placed, in 
clear contrast to the region where the clinical electrode was located 
(Fig. 6A, bottom).

Next, we addressed electrode placement in areas of the scalp 
covered by hair, which is of key importance since the majority of the 
standardized EEG electrode placements are located in these areas. 
Clinical EEG electrodes are affixed over multiple hair follicles, 
increasing impedance across the electrode-scalp interface (44). Two 
50 m by 100 m -EEG IGT channels were fabricated into a 
1.5-mm-wide ribbon. These dimensions ensured that the entire de-
vice conformed to the scalp in between hair follicles but could also 
be easily manually manipulated, thereby improving mechanical and 
electrical stability (Fig. 6B).

To test the ability of the -EEG IGT to acquire high-quality neuro-
physiological signals, we placed it over the left occipital region (O1; 
based on International 10-20 system of EEG electrode placement) 
and recorded relative to a reference electrode over the left forehead 
(Fp1). With this recording configuration, we aimed to capture the 
posterior dominant rhythm, an 8- to 12-Hz () oscillation that oc-
curs over the occipital region during quiet wakefulness with eyes closed. 
The human participant self-identified epochs of eye closure using 
a switch synchronized to the EEG recording. A 500-ohm resistor 
placed in series with the IGT channel converted current to voltage, 
and this output was recorded using an Intan acquisition system 
(Fig. 6C). The lower limit of the bandwidth was set at 0.1 Hz to elimi-
nate amplifier saturation due to the IGT baseline voltage. The -EEG 

IGT acquired clear neurophysiological signal, as confirmed by the 
consistent appearance of ~10-Hz activity over the occipital region 
with eye closure, in keeping with a posterior dominant rhythm 
(Fig. 6D). The spectrogram of the neural signal also revealed higher- 
frequency activity coupled to appearance of the posterior dominant 
rhythm. As the co-occurrence of brain oscillations with different fre-
quencies has been linked to various neural computations and informa-
tion transfer between cortical areas (45, 46), we further investigated 
these higher frequencies. Cross-frequency coupling analysis revealed 
a significant coupling between  and  (13 to 25 Hz) frequency 
bands, as well as between  and low  (30 to 50 Hz), highlighting the 
ability of the -EEG IGT to acquire a range of physiologically rele-
vant frequencies and generate data suitable for system- level analysis 
(Fig. 6E; P < 0.05 with Bonferroni correction).

DISCUSSION
We developed a novel organic electrochemical transistor architec-
ture, the IGT, that operates via mobile ions embedded within a 
polymeric channel. We used d-sorbitol to maintain an ion reservoir 
within the PEDOT:PSS and demonstrated that these local mobile 
ions are necessary and sufficient to dedope the conducting polymer 
without an external ionic source. These ions are distributed through-
out the conducting polymer in the channel, enabling volumetric 
capacitance and resulting in high transconductance. By reducing the 
distance that ions are required to travel to participate in the (de)
doping process, IGTs have a significantly faster time response com-
pared to electrolyte-driven transistors that have equal or smaller 
geometries. IGTs also have independent gates, making it possible to 
use them as components of integrated circuits. We used IGTs to 
create conformable digital logic gates and cascaded amplifiers. The 
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combination of high transconductance, high speed, and independent 
gating permits IGTs to perform operations not currently possible 
with electrolyte-driven transistors.

IGTs are composed of only biocompatible and commercially avail-
able materials that can be processed using established microfabrica-
tion techniques (24). These materials do not require encapsulation 
in a biological environment because they are not toxic, and further-
more, the operation of the IGT is not impaired by exposure to water 
or ions. IGTs are also intrinsically flexible as their main constituents 
are polymers and polysaccharides. Because IGT fabrication needs 
only low-temperature processes, it is compatible with integration 
into a wide variety of conformable plastic substrates. Therefore, 
IGTs constitute an optimal solution for implantable integrated bio-
electronic circuits.

We demonstrated how IGT-based devices could benefit human 
EEG, a critical clinical and research procedure. The -EEG IGT ac-
quired high-quality neurophysiological data from a human partici-
pant. No chemical adhesives were required, leading to the absence 
of skin irritation and improved comfort. IGT local amplification 
directly at the device-scalp interface permitted contact size to be 
decreased by five orders of magnitude, and the device easily fit be-
tween hair follicles, substantially simplifying placement. In addition 
to serving as miniaturized transducers, IGTs have the capacity to 
process and interact with biological signals by forming integrated 
closed loop systems. The unique features of IGT-based devices fa-
cilitate potential applicability to a broad range of bioelectronics that 
require safe, chronic implantation in humans, including brain- 
machine interfaces, wearable electronics, and therapeutic responsive 
stimulation devices.

MATERIALS AND METHODS
IGT fabrication
PEDOT:PSS (Clevios PH1000) was acquired from Heraeus. 
d- sorbitol (≥99.5%; BioUltra), chitosan (low molecular weight), 
(3-glycidyloxypropyl)trimethoxysilane (GOPS), 4-dodecyl benzene 
sulfonic acid (DBSA), 3-(trimethoxysilyl)propyl methacrylate (A-174 
silane), and Micro 90 concentrated cleaning solution were purchased 
from Sigma-Aldrich. The 495 PMMA A4 (polymethyl methacrylate) 
resist was purchased from MicroChem. AZnLOF2020 (negative 
photoresist), AZ9260 (positive photoresist), AZ 400 K, and AZ 726 
MIF (metal ion free) developers were acquired from MicroChemicals, 
Merck.

Cleaned 100-mm quartz wafers (thickness of 1 mm) were coated 
with a 2-m-thick parylene layer, which provided a conformable 
substrate. We patterned the Au electrodes and interconnects via photo-
lithography and lift-off processes. AZnLOF2020 was spin-coated 
(3000 rpm), baked on a proximity hot plate at 110°C for 90 s, exposed 
using a Suss MA6 Mask Aligner, and developed with AZ 726 MIF 
developer. Ti (10 nm) and Au (100 nm) layers were deposited with 
an e-beam metal evaporator (CHA Mark 50). Lift-off was performed 
by immersing the substrates in a bath with a 1165 stripper. An addi-
tional 2-m parylene layer was coated on the samples to electrically 
isolate the Au electrodes. The adhesion of the second parylene layer 
was improved by using 3-(trimethoxysilyl)propyl methacrylate (A-
174 silane) during coating. We spin-coated a dilution of micro 90 
(8% in DI water) to form an antiadhesive layer. A sacrificial third 
parylene layer (2 m) was deposited on top. We etched the areas that 
corresponded to transistor channels and contact pads via successive 

photolithography and plasma etching steps. AZ9260 was spin-coated 
(5000 rpm), baked at 115°C for 90 s, exposed using a Suss MA6 
Mask Aligner, and developed with AZ400K developer (1:4 with DI 
water). The patterned areas were etched with a plasma reactive ion 
etching process [Oxford Plasmalab 80; 180 W, 50-sccm (standard 
cubic centimeters per minute) O2, and 2-sccm SF6]. A ~200-nm 
PEDOT:PSS (1% GOPS) and a ~700-nm chitosan (without any 
additional salt) layer were spin-coated successively to form the ion 
membrane interface that covers the gate electrode. To pattern the ion 
membrane, we used, in a similar manner to previous steps, photo-
lithography and plasma etching after depositing a thin, protective 
PMMA layer (~200 nm) (37). Rinsing with acetone removed the 
photoresist and PMMA residues, leaving the ion membrane layers 
intact. Last, to realize the transistor channels, we spin-coated a mix-
ture of PEDOT:PSS with d-sorbitol [40% d-sorbitol, 1% GOPS (as a 
cross-linker), and 0.1% DBSA (to improve film processing and wet-
tability)] and patterned it by peeling off the third parylene layer (fig. 
S1). Unless otherwise stated, all films were deposited at 3000 rpm, 
resulting in approximately 2-m-thick films. Care was taken to 
ensure complete coverage of metal pads by the conducting polymer to 
minimize parasitic capacitances. For deionized channel experiments, 
PEDOT:PSS films with the cross-linker (GOPS) were repetitively 
soaked in DI water baths five times, followed by deposition (spin 
coating at 1000 rpm) of 100% (w/v) sorbitol in DI water. To reintro-
duce ions into these devices, the DI water was replaced by a salt solu-
tion [phosphate buffered saline (PBS), NaCl, KCl, CaCl2, or MgCl2].

Electrical characterization
Current-voltage characteristics were measured with a Keysight 
B2902A Precision Source/Measurement Unit using two channels. 
On the first channel (VD), linear sweeps from 0 V to −0.6 V with a 
step of −0.03 V were applied. On the second channel (VG), constant 
voltages from 0 to 0.6 V or 1.2 V were applied. The electrical char-
acteristics of OECTs were measured with 1× PBS as an electrolyte 
and Ag/AgCl as gate electrodes. Temporal responses for IGTs, IGT-
based logic gates, and OECTs were recorded with a Keysight 
Infinii Vision DSOX2002A digital storage oscilloscope under pulse 
excitation from a Keysight 33500B Series waveform generator and 
applied constant VD from a Keysight B2902A. We derived the drain 
current by measuring the voltage drop across a 100-ohm series resistor 
with the IGT channel. Time constant was extracted by fitting the 
rise time of the drain current with a single exponential decay equa-
tion. Electrochemical impedance spectroscopy was performed with 
a Gamry Instruments Reference 600+ using a three-electrode con-
figuration with platinum and Ag/AgCl as counter and reference 
electrodes, respectively.

Photolithography and plasma etching steps were used to prepare 
cross sections of the IGTs. We acquired scanning electron micros-
copy (SEM) images of those cross sections with a Zeiss Sigma VP 
scanning electron microscope. Before imaging the devices, a ~10-nm 
AuPd layer was sputtered. The SEM images were taken with an ac-
celeration voltage of 1.5 kV at a tilt angle of 30°.

EEG recordings
All EEG recordings were performed on a healthy volunteer. PEDOT: 
 PSS- coated Au electrodes were placed on the scalp of the volunteer 
on left frontopolar (FP1) and occipital (O1) positions. The gate (G) 
and source (S) of the IGT were connected to O1 and FP1 positions, 
respectively. During EEG recording, IGT operated at VD = −0.6 V 
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and VG = 0.4 V. EEG signals were acquired at a sampling rate of 
1 kHz with a band-pass filter of 0.1 to 500 Hz, using a custom board 
containing an RHD2164 die (Intan Technologies) and visualized in 
real time using RHD2000 Interface Software (Intan Technologies). 
The drain current was determined by measuring the voltage drop 
across a 500-ohm series resistor. Data were stored for off-line anal-
ysis with a 16-bit format, analyzed using MATLAB (MathWorks), 
and visualized using NeuroScope (neurosuite.sourceforge.net). The 
healthy volunteer indicated epochs of voluntary eye closure using a 
switch synchronized to the EEG recording.

EEG signals were notch-filtered (55 to 65 Hz) before further pro-
cessing, and epochs of eye closure were identified using the synchro-
nized digital signal. Spectrograms were generated using wavelet 
transformation (Gabor). Cross-frequency coupling was computed 
using a Gabor wavelet and Gaussian window convolution with du-
ration matched to frequency to generate a comodulogram. Correlation 
matrix was calculated using the magnitude of the wavelet components. 
P < 0.05 was considered statistically significant after Bonferroni- 
Holm correction for multiple comparisons.

SUPPLEMENTARY MATERIALS
Supplementary material for this article is available at http://advances.sciencemag.org/cgi/
content/full/5/2/eaau7378/DC1
Fig. S1. Fabrication process and IGT architecture.
Fig. S2. PEDOT:PSS reduces the chitosan-Au electrochemical impedance at the IGT gate.
Fig. S3. Comparison of electrochemical impedance of different material interfaces.
Fig. S4. Comparison of ion species and ion membrane material on modulation magnitude and 
rise time of IGTs.
Fig. S5. Internal mobile ions enable stable operation over time without a decrement in speed 
or significant drift in drain current.
Fig. S6. Effect of channel geometry on IGT Ion/Ioff.
Fig. S7. Output characteristics of IGT and OECT devices with identical geometry.
Fig. S8. Output characteristics of IGT and SS-OECT devices with identical geometry.
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